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EBS-120SxxxBT2 120W NFC IP20 176-
305Vac AC DC

DALI-2
D4i
M @ ® | ® @

45-700mA | 450-700mA | 530 mA | 1797305 VEC | g6-266vdc | 120W | 935% | 098 |EBS-120S070BT2
70-1050mA | 700-1050mA | 700 mA | 1727390 VAC | 57171vdc | 120w | 93.0% | 0.98 [EBS-120S105BT2
105-1500mA | 1050-1500mA | 1050 mA | 1797305 V8¢ | 4o-114vdc | 120w | 93.0% | 098 |EBS-120S150BT20







EBS-120SxxxBT2 Rev.B 120W Class I/1l NFC DALI-2 & D4i

- - 0.70 mA | IEC 60598-1; 240Vac/60Hz,

- - 0.66 A | 100% 220Vac
220Vac 25 10%Ipk-
12t - - 2.34 A% | 10%lpk =360ps

0.90 - .
200-240Vac, 50-60Hz, 60%-100%
i i 20% (72-120W)
. i 10% 220-240Vac, 50-60Hz, 70%-100%
(84-120W)
-5%loset - 5%loset | 100%
(loset)
EBS-120S070BT2 45 mA - 700 mA
EBS-120S105BT2 70 mA - 1050 mA
EBS-120S150BT2 | 105 mA - 1500 mA
EBS-120S070BT2 | 450 mA - 700 mA
EBS-120S1058T2 | 700 mA - 1050 mA
EBS-120S1508T2 | 1050 mA - 1500 mA
(pk-pk) - 5%lomax | 10%lomax | 100% 20 MHz BW
< 200Hz - 000t
- blomax - b
(pk-pk)
- - 10%lomax | 100%
EBS-120S070BT2 - - 300V
EBS-120S105BT2 - - 190 V
EBS-120S150BT2 - - 120V
- - +0.5% | 100%
- - + 3.0%
AC
- - 0.5s
220Vac 60%-100%
DALI-2
- - 10s
220Vac 60%-100%
- 0.03%/°C - =0°C~Tc
24V 21.6 V 24V 26.4V
3/15

25°C
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DALI-2 & D4i

EBS-120SxxxBT2 Rev.B 120W Class I/1l NFC
24V 0 mA - 125 mA “ DA-"
6.0ms 250mA
24V @ 6W - - 250 mA 2.2ms
125mA
5.2ms 425mA
24V @10wW - - 425 mA 1.3ms
125mA
DALI-2 12 Vdc 16 Vdc 20 Vdc
DALI-2 50 mA - 60 mA “ DA-"
1 DALI-2
2 DALI-2
@220Vac
EBS-120S070BT2
lo= 700 mA 91.0% 93.0% -
EBS-120S105BT2 100% 25°
lo= 700 mA 91.0% 93.0% - 204
lo= 1050 mA 90.0% 92.0% -
EBS-120S150BT2
lo= 1050 mA 90.5% 92.5% -
lo= 1500 mA 91.0% 93.0% -
AC -1% - 1% 220Vac 100%
- - 0.5W | 230Vac/50Hz
i 234,000 ) 220Vac 25 80% (MIL-HDBK-
Hours 217F)
i 120,000 ) 220Vac 80% 75
Hours
-40°C - +90°C
8
-40°C - +75°C
; 10% RH to 90% RH
-40°C - +85°C 5% RH to 95% RH
(LxW x H) 591 x3.35x 1.54
(L x W x H) 150 x 85 x 39
- 510¢g -
4715

25°C
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EBS-120SxxxBT2 Rev.B 120W Class I/1l NFC DALI-2 & D4i

EMI

BS EN/EN 55015/GB/T 17743@ | Conducted emission Test &Radiated emission Test

BS EN/EN 61000-3-2/GB 17625.1 | Harmonic current emissions Class C

BS EN/EN 61000-3-3 Voltage Fluctuations & Flicker
EMS
BS EN/EN 61000-4-2 Electrostatic Discharge(ESD): 8 kV air discharge, 4 kV contact discharge
BS EN/EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
BS EN/EN 61000-4-4 Electrical Fast Transient/Burst-EFT
BS EN/EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 8 kV
BS EN/EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
BS EN/EN 61000-4-8 Power Frequency Magnetic Field Test
BS EN/EN 61000-4-11 Voltage Dips

Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV
BS EN/EN 61547

Electromagnetic Immunity Requirements Applies to Lighting Equipment

DALI-2
DALI-20 IEC 62386-101, -102 & -207

1 EN/BS EN/IEC 61347-1[ O ( N

2 EMI ( )  EMI

3 DALl :101,102, 150, 207, 250, 251, 252, 253

6/15
25°C

WWww.inventronics-co.com Tel: 86-571-56565800 Fax: 86-571-86601139 sales@inventronics-co.com



EBS-120SxxxBT2 Rev.B 120W Class I/1l NFC DALI-2 & D4i

Tek Prevu |  —— ]
TN
: A 360ps
i@ 360us
w
e AN R T TR T A EX Y
EBS-120S070BT2(lo=450mA) EBS-120S070BT2(lo=700mA)
EBS-120S105BT2(lo=700mA) EBS-120S105BT2(lo=1050mA)
WL vs. HHBE
95%
90%
85% }
80% F
75% F - ' =@=220Vac
70% 2 » 2
60% 70% 80% 90% 100%
B E
7115
25°C
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EBS-120SxxxBT2 Rev.B 120W Class I/l NFC DALI-2 & D4i

EBS-120S150BT2(lo=1050mA) EBS-120S150BT2(lo=1500mA)

THEREE vs. gk
100 £ = o
095 } - - -
0.90

0.85
0.80

075
o070

0.65
0.60

--220Vac

60% 70% 80% 90% 100%

R

8/15
25°C
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EBS-120SxxxBT2 Rev.B 120W Class I/l NFC DALI-2 & D4i
R-NTC R1
R1 ( - 1.67 kQ -
R-NTC R2
R2 ( - 1.27 kQ -
(NTC)

10%loset 20%loset | 100%loset | 10%loset > lomin ( 20%)
lomin 20%loset | 100%loset | 10%loset < lomin ( 20%)

140 Vac 150 Vac 160 Vac

150 Vac 160 Vac 170 Vac

310 Vac 320 Vac 330 Vac

300 Vac 310 Vac 320 Vac
350Vac 8

- - 350 Vac

1 NTC Murata NCP18XH103J03RB
o
lo
<o A 4
" Vin
150 Vac 160 Vac
9/15
25°C
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EBS-120SxxxBT2 Rev.B 120W Class I/1l NFC DALI-2 & D4i

o
A
lo >
< A
A 4 >
X Vin
310 Vac 320 Vac
® DALI-2
‘/i LED+
LED-
e
L
DALI DA+ LED
dj DA-
N
Vac L
= 4U% 4 = 40%
30% // 30% /
20% "4 20%
10% 10%
0% 0%
0 50 100 150 200 250 0 50 100 150 200 250
B{FBIMINERER SFBEMINERER
DALI-2
10/15
25°C

Www.inventronics-co.com Tel: 86-571-56565800 Fax: 86-571-86601139 sales@inventronics-co.com



EBS-120SxxxBT2

Rev.B 120W Class I/1l NFC DALI-2 & D4i

o
® -
15
. _ 15 ,
[ ]
® AC
AC 160-250Vac
AC 20Vac
AC 5V
o
LED LED LED
LED LED
o
LED 1 LED
11/15
25°C
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2022-05-06 A / /
2022-06-29 B /
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