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                                                                                                所有性能参数均在温度 25C 情况下所量测的典型值，特别注明除外 

 

输入性能 

参数  最小值  典型值  最大值  备注 

Ԅּכᴙ ᶀ   90 Vac - 305 Vac  

Ԅ ꞌ ᶀ 47 Hz - 63 Hz  

 {mA 5::Ydf2 93K 0.75 - - ╙כּ◖

Ԅּכ╙ 
- - 1.1 A 433Ydfι 433(   

- - 0.5 A 553Ydfι 433(  

ζι43(043(Ὑטε֚ ᵏ□עA 553Ydfι58ɫ 60 - - ╙כּ╨╡

Ὴ @4 pV   ╡╨ּכ╙εL5wζ - - 1 A2s 

 - - ꞌᵼᾭ 0.90ו
433¢5::Ydf/ 83093K} /433(  

Ở └᷂  - - 20% 

 

输出性能 

参数  最小值  典型值  最大值  备注 

╙כּ֧ ᶀ -5% - 5%  

└ᵙᵹ  - - 3% VO 
ᶈ └ᵸ 53PK} ṾḴ￼‍ҭїι ֧Ẋῶ 314xI Ɑ
ḳᵙכּ 43xI כּ ḳכּ  

? 533K} ּ֧כ╙ └ 
+sn0sn, 

- 1%Io - 433(  

֧ 2ї֗ - - 10% Ẹּכ◊Ầᵏἆԋ Ὴ 
 ᴙכּ֧

IO =   350 mA 
IO =   450 mA 
IO =   700 mA 
IO = 1050 mA 
IO = 1400 mA 
IO = 1750 mA 
IO = 2000 mA 
IO = 2450 mA 
IO = 2800 mA 

 
- 
- 
- 
- 
- 
- 
- 
- 
- 

 
- 
- 
- 
- 
- 
- 
- 
- 
- 

255V 
198V 
129V 
87V 
67V 
54V 
48V 
39V 
33V  

ớ ᾯꞌ - - ±2% 2 

ᾯꞌ - - ±3% 2 

Ầ ᵏטῊ  
- 2.0 s 3.0 s 453Ydf   

- 0.6 s 1.0 s 553Ydf  

□ẙ ᾭ - - 0.06%/C ᶳ□@3F ¢Wf ῳᶽӪ 
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安全与电磁兼容标准 

EMI 标准  备注 

EN 55015(1) Conducted emission Test &Radiated emission Test 

EN 61000-3-2 Harmonic current emissions 

EN 61000-3-3 Voltage fluctuations & flicker 

EMS 标准  备注 

EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge 

EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS 

EN 61000-4-4 Electrical Fast Transient / Burst-EFT 

EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 4 kV, Common Mode 6 kV 

EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS 

EN 61000-4-8 Power Frequency Magnetic Field Test 

EN 61000-4-11 Voltage Dips 

EN 61547 Electromagnetic Immunity Requirements Applies to Lighting Equipment 

注：+4, ּכ◊◑ HPL ‰֝ιӇּכּ҈י◊Ӑѭ♂ԏ ￼ ֫ι ᵀ♂ԏ+ ᶵ, HPL ԋ  

 

寿命对壳温曲线 
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效率曲线  
EUC-085S035DV(SV)                                      EUC-085S045DV(SV) 

  
 

EUC-085S070DV(SV)                                          EUC-085S105DV(SV) 

  
 

EUC-085S140DV(SV)                                          EUC-085S175DV(SV) 
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JQG+♃ ,

V 1-10VdcEUC-085SxxxDV
4¢43Y Ԅε ζ

Io/Ir Vs Vdim
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20%

40%
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80%

100%

0 2 4 6 8 10

Vdim (V)

Io
/Ir Io/Ir

 
示意图 1：DC 输入 

 

RxEUC-085SxxxDV

JQG+♃ ,

4¢43Y Ԅε ζ

 
示意图 2：外置电阻 

注： 

41 Lr ḫ ιLu╙כּ֧ ḧּכ╙ψ 

ᴙכּ 51 ҈ 83(￼ῳᶽ ᴙιכּ֧ ᵸΆט ⃰Ẃ ψ Ừ Ὴι ᶽ╙כּ֧ ѭ ḧּכ╙￼ 433(ψ 

61 4¢43Y іּכᴙᴵҨ Ӊ҈ 4YιẸԎ ᶀѭ 3¢4Y Ὴι ѭ╙כּ֧ 43(￼ ḧּכ╙ψ 

71 ј Ṅ ӿᶊ ὶֹ ֧ іψᵋֱιOHG ᵸῂ│⃰ẂṪӐט  
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修订记录 

修改时间  版本 
修改描述 

项目  从  至 

5345035057 D ᴧ  2 2 

5345039043 E 

ṁᵘΎ  2 Ὰᶭ 

HQ943330708 
line to line 2 kV, line to earth 4 
kV 

line to line 4 kV, line to earth 6 
kV 

 ᴙῳᶽӪ 2 Ὰᶭכּ֧

53450:08 F ╡╨ּ83 ╙כ D 93 D 

53450:045 G ῳᶽᶳ□ 2 Ὰᶭ 

53450:045 J ⱱ ״ љ ᾰⱱӠὙ  2 2 

53450<05; K 

SI ῳṇӪιWKG ῳᶽӪ 2 Ὰᶭ 

□ẙ ᾭ 2 Ὰᶭ 

PWEI ᵙṁᵘԐᶚӪ 2 Ὰᶭ 

ṁᵘΎ  2 ῭Ὰ 

ṪӐ□ẙ -35°C -40°C 

Ύ  2 ῭Ὰ 

5346038057 L 

ғᵝᶃⱭ 2 ῭Ὰ 

ῳṇ  ⃰῭ ᴙӪ 2כּ֧

 1mA 0.75mA ╙כּ◖

□ӠἴԐᶚӪ 110°C 100°C 

PWEI 320,000 hours 237,000 hours 

Ύ  2 ῭Ὰ 

ᾦꞌΎ  2 Ὰᶭ 

 ‗ᶃ 2 ῭Ὰ 

5349037053 M 

FFF/ NV 2 Ὰᶭ 

ғᵝ⸗ớ 2 ῭Ὰ 

ғᵝὼ  2 Ὰᶭ 

ᶚᴺ֯  2 ῭Ὰ 

֧ớ  
? 533K} ּ֧כ╙ └ 
+sn0sn, 

῭Ὰ 

ớ ₦  ᶳ□ Ḡ ᶳ□ 

ớ ₦  Ӡᶳ□ Ὰᶭ 
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修订记录 

修改时间  版本 
修改描述 

项目  从  至 

5349037053 M 

ớ ₦  Ӵḕ□ẙ Ὰᶭ 

ớ ₦  ᵍὛ ṑḽ Ὰᶭ 

ớ ₦  ֜  ῭Ὰ 

ᶫע ∂ 2 ֵ  

Ḡԅљּכ Ԓḳ‰֝ 2 ῭Ὰ 

 ‗ᶃ 2 ῭Ὰ 

534<03;055 N 

TUV ‰  2 ῭Ὰ 

CCC ‰  2 ֵ  

PSE ‰  2 ֵ  

ғᵝ⸗ớ Ӡἴ ῭Ὰ 

ғᵝὼ  Ẕּעזᶫ ῭Ὰ 

Ԅớ εוꞌᵼᾭ2Ở └᷂ ζ 83093K} Ὰᶭ 

Ḡԅљּכ Ԓḳ‰֝ TUV Ὰᶭ 

Ḡԅљּכ Ԓḳ‰֝ CB Ὰᶭ 

Ḡԅљּכ Ԓḳ‰֝ KS ῭Ὰ 

Ḡԅљּכ Ԓḳ‰֝ EN 61000-4-5 ῭Ὰ 

 ‗ᶃ 2 ῭Ὰ 

ᵀ UrKV ∂ 2 ῭Ὰ 

5353034046 O 

ᶚᴺ֯  ├ε4ζ Ὰᶭ 

Ύ  2 ֵ  

⁪Ẫ  ῭Ὰ 

 DISCONTIN
UED




