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0.125-1.7 1.25-1.7 1.7 200-544 680 96.0% 0.99 0.96 |ESM-680S170MGS
0.18-2.4 1.8-2.4 2.1 141.5-378 680 95.5% 0.99 0.96 |ESM-680S240MGS
0.26-3.5 2.6-3.5 35 97.1-262 680 95.5% 0.99 0.96 |ESM-680S350MGS
0.42-5.6 4.2-5.6 5.6 60.7-163 680 95.5% 0.99 0.96 |ESM-680S560MGS
0.63-8.4 6.3-8.4 8.4 40.4-108 680 95.5% 0.99 0.96 |ESM-680S840MGS®
1.26-15.0 | 12.6-15.0 15.0 22.6-54 680 94.5% 0.99 0.96 |ESM-680S15AMGS®
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@277Vac
ESM-680S170MGS
lo= 1250 mA 92.5% 94.5% -
lo= 1700 mA 92.0% 94.0% .
ESM-680S240MGS
lo= 1800 mA 92.0% 94.0% .
lo= 2400 mA 91.5% 93.5% .
ESM-680S350MGS
lo= 2600 mA 92.5% 94.5% . ) .
lo= 3500 mA 92.0% 94.0% ] 10‘”’ : I 256 215
ESM-680S560MGS u 0
lo= 4200 mA 92.0% 94.0% -
lo= 5600 mA 91.5% 93.5% -
ESM-680S840MGS
lo= 6300 mA 92.0% 94.0% -
lo= 8400 mA 91.0% 93.0% -
ESM-680S15AMGS
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UL/CUL UL 8750,CAN/CSA-C22.2 No. 250.13
ENEC & CE EN 61347-1, EN 61347-2-13
UKCA BS EN 61347-1, BS EN 61347-2-13
CcB IEC 61347-1, IEC 61347-2-13
EAC TP TC 004, TP TC 020

BS EN/EN IEC 55015 Conducted emission Test &Radiated emission Test

BS EN/EN IEC 61000-3-2 Harmonic current emissions

BS EN/EN 61000-3-3 Voltage fluctuations & flicker

ANSI C63.4 Class B

This device complies with Part 15 of the FCC Rules. Operation is subject to the following
two conditions: [1] this device may not cause harmful interference, and [2] this device
must accept any interference received, including interference that may cause undesired

oieration.

FCC Part 15

BS EN/EN 61000-4-2 Electrostatic Discharge (ESD): 8kV air discharge, 4kV contact discharge
BS EN/EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
BS EN/EN 61000-4-4 Electrical Fast Transient / Burst-EFT
BS EN/EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6kV, Common Mode 10kV
BS EN/EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
BS EN/EN 61000-4-8 Power Frequency Magnetic Field Test
BS EN/EN 61000-4-11 Voltage Dips

BS EN/EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment
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