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(pk-pk) - 5%lomax 10%lomax | 100% 20 MHz BW
< 200Hz
- 2%lomax - 100%
(pk-pk)
- - 10%lomax | 100%
EUM-200S105LV - - 360V
EUM-200S560LV - - 7BV
- - + 0.5% 100%
- - + 3.0%
- - 05s 120-277Vac 65%-100%
- 0.03%/ C - =0 C~Tc
3.8V 4V 42V
v
0%-100%
36V 4V 42V / 1.6mAys
v 0mA - 500 mA “Dim-*
> -25 5s 2A
v @ 8W - - 2A 1s
500mA
-40 ~-25 5s
4V @ 4W - - 1A 1A 1s
500mA

@120Vac
EUM-200S105LV
lo= 700 mA |  89.0% 91.0% . )
10=1050 mA |  89.0% 91.0% - 100% 25 ”
EUM-200S560LV %
10=3500 mA |  88.0% 90.0% -
10=5600 mA |  87.0% 89.0% -
@220Vac
EUM-200S105LV
lo= 700 mA | 92.0% 94.0% - )
10=1050 mA |  92.0% 94.0% - 100% 25 e
EUM-200S560LV %
10=3500 mA |  90.5% 92.5% -
10=5600 mA |  90.0% 92.0% -
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@277Vac
EUM-200S105LV
lo= 700 mA 92.0% 94.0% - . .
10=1050 mA 92.5% 94.5% - 100% 25 2o
EUM-200S560LV 0
10=3500 mA 91.0% 93.0% -
10=5600 mA 90.0% 92.0% -
AC -1% - 1% 220Vac 100%
- - 0.5W 230Vac/50Hz
) 205,000 ) 220Vac 25  80%  (MIL-
Hours HDBK-217F)
) 102,000 _ 220Vac  80% 70
Hours
-40°C - +90°C
-40°C - +75°C >
: 10%RH to 95%RH
-40°C - +85°C : 5%RH to 95%RH
(LxWxH) 6.73 x 2.66 x 1.44 7.40 x 2.66 x 1.44
(L x W x H) 171 x 67.5 x 36.5 188 x 67.5 x 36.5
- 846 g -

CcccC

EMI

EN IEC 55015/GB/T 17743W®)

GB 19510.1, GB 19510.14

Conducted emission Test &Radiated emission Test

EN IEC 61000-3-2/GB 17625.1

Harmonic current emissions

EN 61000-3-3 Voltage fluctuations & flicker
EMS
EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient / Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV
EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
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